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EXPERIMENTAL INVESTIGATION OF THRUST AUGMENTATION OF .
4000-POUND-THRUST CENTRIFUGAL-FLOW-TYPE
TURBOJET ENGINE BY ELEEDOFF

By William L. Jones and Louis J. Bogdan

SUMMARY

An experimental investigation of thrust augmentatlion by bleedoff
was condicted on a 4000-pound-thrust turbojet engine at zero flight-
speed, sea-level conditions. In the bleedoff cycle, secondary combus-
tion air was bled off from the combustion chambers, heated in an aux-
iliary combustion-chamber, and discharged through an exhaust nozzle.
Water was injected into the combustion chambers to replace the bleed-
off air; water and alcohol were injected at the compressor inlets.

This method of thrust augmentetion provided very high thrust
incresses at the expense of high liquid consumption. An augmented
thrust of nearly 1.8 times the normal thrust was obtained with a
total liquid flow about 13 times the unaugmented engine fuel flow.
For successful bleedoff-cycle operstion, it was necessary that a
proper balance or equilibrium of the several engine operating var-
iables be maintained within very narrow limits.

INTRODUCTION

As a part of a general research progrem to Investigate various
methods of thrust augmentation of turbojet engines, an investigation
of the performance of the bleedoff cycle on a 4000-pound-thrust
centrifugal -flow-type turbojet éngine has been conducted at the
NACA Lewls laboratory and the results are presented herein,

In the air bleedoff cycle, the secondary-combustion or excess
air, which 1s normally required to prevent the turbine-inlet tem-
pereture from exceeding permissible values, is bled off from the
combustion chambers and ducted to & bleedoff combustor where it is
heated to a high temperature and discharged through an exhaust
nozzle. The air that is bled off is replaced by water that is
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injected into and vaporized in the combustion chambers and passes
through the turbine as steem. Thus, in essence, the excess alr is
replaced by steam and at the same time & high-pressure air supply
for an auxiliary Jet is made avallable. Water and alcohol are
injected at the compressor inlets; this injection is considered a
part of the bleedoff cycle and is incorporated to provide an increase
in compressor-outlet pressure and mass flow.

For convenience of terminology, the bleedoff engine i1s consid-
ered.to consist of two msin components, the standard turbojet engine
and & bleedoff combustor, which are hereinafter referred to as "the
primery and secondary engines,” respectively.

An investigation of the performance of the bleedoff cycle con-
ducted on a 1600-pound-thmist centrifugel-flow-type turbojet engine
over & limlited range of test conditions.is reported in reference 1.
The results of this investigation indicate that thrust augmentation
as high as predicted by theoreticel analysis could be realized.

The investigation on a 4000-pound-thrust centrifugal-flow-type
turbojet englne was conducted to extend the range of conditions
investigated in reference 1. This investigation was made at zero
flight-speed, sea-level conditlions and at approximetely rated engine
speed and tall-pipe température. The bleedoff weight flows ranged
up to 31 percent of normsl compressor air flow (without inlet inJjec-
tion or bleedoff). Various size exhaust nozzles were used on the
secondary engine and a fixed-area exhaust nozzle was used on the
primery engine.

_ Performance curves and data analysis are presented that provide
an insight into the operating characteristics of the bleedoff cycle
end 1llustrate the thrust sugmentation obtainable at warious oper-
ating conditions,

APPARATUS
Genersl Setup

The general arrangement of the bleedoff engine installation is
shown in figure 1. The primary engine used was a double-entry
centrifugal-flow-type turbojet engine (J33) having 14 can-type com-
bustion chambers and s nominal thrust rating of 4000 pounds at rated
engine speed of 11,500 rpm. The engine was rigidly mounted on a
frame that was suspended from the ceiling of the test cell by four
rods swinging on ball-bearing pivots. ILateral restraint was provided
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by guide rollers; longitudinal restreint was provided by the thrust-
measuring device. All instrumentation and control lines were flex-
ible and = special seal (detail A in fig. 1) was installed where the
primery engine tail pipe and the bleedoff ducting passed through the
wall of the cell in order to reduce air leakage into the nearly air-
tight test cell. The fuel used,AN-F-32,was measured with calibrated
rotameters. The engine combustion-air flow entered the test cell

through twe air-metering nczzles designed according to A.SB.M.E. spec-

ifications having & 53-inch-dismeter approach sectlion and an 18-inch-
diameter throat. The total thrust, produced by both the primary and
secondary engines, was measured by a calibrated air balancing thrust
cell and the thrust of the primary engine alone was measured by means
of a tall rake installed at the primary engine exhaust-nozzle exit.

A 19.5-inch-dlameter fixed-ares conical exhasust-nozzle was used on
the primary engine.

Injection and Bleedoff Equipment

The injection of water and alcohol into the compressor inlets
was accomplished by means of 84 flat-spray-type nozzles equally
spaced circumferentially around the inlets; 14 nozzles were used for
alcohol and 28 nozzles for water at each of the compressor inlets.
The injection of water into the primary-engine combustion chambers
was effected by means of 56 injection nozzles; four nozzles were
placed circumferentially sround each combustion chamber, one nozzle
on the lnner periphery of the combustion-chamber assembly and the
other three on the outside, as shown in figure 2. The nozzles were
located in a single plane midway axially along the combustion chamber.

Weter and alcohol flows were measured by means of calibrated
orifices. The alcohol used was & mixture of 50-percent methyl and
50-percent ethyl alcohol by welght.

The bleedoff equipment (the secondary engine), shown in fig-
ures 2 to 4, consisted of (a) a bleedoff manifold, (b) ducting, and
(¢) a bleedoff combustor and exhaust nozzle. The bleedoff manifold
had a rectangular cross section and was wrepped around the primery-
engine combustion chambers. Slots were provided in each combustion
chamber through which secondary-combustion air was bled off. The
crose-sectional area of the manifold progressively increased as it
passed successive combusiion chambers, which tended to equaslize the
amount of air bled off from each combustion chamber.
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The bleedoff ducting conteined: (&) a butterfly valve to con-
trol the bleedoff air flow, (b) a honeycomb to straighten out the
flow, (c) an air-measuring nozzle designed according to A.S.M,E.
specifications using an 8-inch-diameter approach section and a

5%—inch-diametér th}oat, and (d) a diffuser.

The bleedoff combustor, shown in figure 4, was intended pri-
marily as a research instrument, thus no effort was made to minimize
" either its size or weight. This combustor consisted essentlially of

a pilot-burner section and a maln combustion section. The pilot-
burner section contained a single cone-spray-type fuel nozzle, a
spark plug, a standard inner liner and combustion dome of a
1600-pound-thrust turbojet engine (J31), and a star-shaped baffle

to create turbulence for better mixing. Immedlately downstream of
the baffle at the entrance to the combustlion section were located

two main fuel manifolds. The forward manifold contalned twelve flat-
spray-type nozzles and the aft manifold contained six cone-spray-
" type nozzles. A V-gutter-type flame-holder with a gutter width of
1.5 inches and a mean diameter of 9 inches was located downstream

of the fuel-inJjection manifolds. The combustion section was 14 inches
in dismeter and 30 inches long and was cooled by a water Jacket.
Water to this Jacket was admitted at the upstream end of the combus-
tion sectlion and discharged into the exhaust gas of the bleedoff
combustor through a series of holes at the entrance to the exhaust
nozzle. A serles of conical exhsust nozzles varying from 4.5 to

7.0 inches in dismeter were used during the Investigation.

PRESSURE AND TEMPERATURE INSTRUMENTATION
Primary Engine

The stations at which the primsry engine was instrumented for
pressure and temperature measurements are shown in figure 3. The
variables measured and the number, type, and location of the
ingtruments are: ) .

(1) Cowling-inlet total temperature, Tg, average of five
groups of four thermocouples in parallel in cowling inlet

(2) Inlet-air total pressure, Pg, one copen-end tube in
quiescent zone of test cell

(3) Compressor-outlet total temperature, T,, average of three

separately read unshielded thermocouples each located in
a different diffuser elbow

1302
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(4) Compressor-outlet total pressure, Pz, average of two
separately read total head tubes each in a different
diffuser elbow

(5) Purbine-outlet gas total temperature, Ts5, six thermo-
couple rakes, of six thermocouples each, spaced in groups
of two (one rake between two combustion chambers and the
other rake on the center line of adjecent combustion
chamber) about 120° apart and each thermocouple individ-
ually recorded on & flight recorder

(6) Tail-pipe gae total temperature, T, four strut-type
thermocouples located slightly upstream of the exhaust
nozzle and read both individually and in perallel

(7) Exhaust-nozzle static and total pressure, Pg and Pg,

measured by a jet rake conteining four static tubes and
ten totagl head tubes,

Bleedoff System
The stations at which the bleedoff system was instrumented for
pressure and temperature measuremenis are also shown in figure 3.
The varisbles measured and the number, type, and location of instru-

ments are:

(1) Bleedoff-air static pressure, Pg, four wall statics con-
nected in parallel end located at the alr measuring-nozzle

(2) Bleedoff-air total pressure, Py, ome total head tube

located in the center of the alr stream at the sgir-
measuring-nozzle throat

(3) Bleedoff-sir total femperature, Tg, one open-type thermo-
couple located at the air-measuring-nozzle throat.
PROCEDURE
Operating Conditlons
For all bleedoff runs, an attempt was made to operate the primary

engine at rated speed (11,500 rpm) and tall-pipe gas temperature
(1680° R). Difficulty was experienced, however, in obtaining precisely
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controlled test conditions because of the necessity of close coordi-
nation of control and equilibrium between the many variables for
Accordingly, the operating condlitions for
which dats were obtained were somewhat different for various rums.
The range of corrected conditions (discussed later) at which data
were cbitained is shown in the following table:

setisfactory operation.

Combustion-

Secondary-

Bleedoff- |Engine speed Bleedoff Primary
nozzle (rpm) chamber, | weight engine engine
diameter water flow fuel flow|tail-pipe
(in.) injection | (1b/sec)| (1b/sec) |tempera-

(1b/sec) ture
(°R)
4,5 11,603- 3.78-4,10 12.3- 0.125- 1675-1681
11,658 12.8 .185
5.0 11,655 4.,73-5.14 12.6- «300- 1693
12.9 366
5.5 11,614 6.24 14.2 415 1660
6.0 11,270 9.12 16.0 .589 1604
7.0 11,160~ 2.83-8.07 10.5- 565~ 1659-1693
11,496 21.4 1.220

All date were obtalned with the butterfly valve in a wide-open
For a given primary-engine opersting speed and tail-pipe
tempersture, the bleedoff welght flow was therefore, dependent only

position.

on the bleedoff-nozzle size and secondary engine fuel flow.

The

primary-engine combustion-chamber water-injection flow is not an
independent veriable but is the amount required to maintaln rated
engine condlitions at the given bleedoff weight flow.
the purpose of this investigation was to obfain the maximum thrust
in the secondary englne, that could be obtained at stoichiometric
fuel-air ratio with the largest nozzle size (and bleedoff flow),

the scope of effort on the.smaller nozzle sizes was limited.

Inasmuch as

The

injection of water and alcohol at the compressor inlets was held
spproximately constant at 2.0 snd 2.2 pounds per second, respec-

‘tively, for all bleedoff runs.

These values for the water and

‘alcohol flows were chosen as they produced high thrust augmentation
due to inlet injJection without excessive total specific liquid
consumption (reference 2).

Operating Procedure

_ For successful bleedéff cycle operation, it was necessary that
‘a proper balance or equililbrium among the various operating variables

1302 "



NACA RM ESODL7 . - 7

be maintained within very narrow limits if the engine were to operate
satisfactorily at any condition. TFor example, at a given engine
speed and bleedoff flow, an oversupply of water would either cause
~ombustion to cease or reduce the turbine-inlet tempersture so that
the turbine could not maintain speed (resulting in primary engine
deceleration to the point of combustion failure) or cause compressor
surge. On the other hand, an undersupply of water would result in

excessive tail-pipe temperatures. Therefore, as the bleedoff but-

CAVOUND LY W Utha S o Vel N U TR e o R A A WA W d N § eSS ANS L

terfly valve was opened, it was necessary to increase both the pri-
mary and secondary fuel flow and the wster injection similtaneocusly
end in proper balance with the increasing bleedoff flow.

In general, bleedoff operation was sterted at an engine speed
of about 11,000 rpm and as the butterfly valve was gradually opened
the water and fuel flows were gradually increased using engine speed
and tempersture as an operating guide., Then, after the valve was
fully opened, the engine speed was gradually increased, simultaneously
with further increases in water and fuel flowe, until what was con-
sidered & satisfactory opereting point was reached.

SYMBOLS

The following symbols are used in the eguations in this report:

A area, (sq in.)

CI }) L] . L[] Cs Con.stan'ts
F thrust, (1b)
total augmented thrust «(Fg + Fy), (1b)

f/a fuel-air retio °

acceleration due to gravity, (ft/sec?)

N . engine speed, (rpm)

P total pressure, (1b/sq in.)
P static pressure, (1b/sq in.)
R gas constant, (ft-1b/1b ©R)
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Subscripts:
o}

2
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total tem@erﬁture, (°r)
jet velocity, (ft/sec)

weight flow, no fuel, (air, water, and alcohol),
(1b/sec)

air flow, (1lb/sec)

alccohol flow, (1b/sec)

fuel fiow, (ib/sec)
total liquid flow, (fuel, water, and alcohol), (1b/sec)

total weight flow, (fuel, ailr, water, and alcohol),
(1b/sec)

water flow, (1lb/sec)

ratio of specific heats

combustion efficiency

cowling inlet or ambient

compressor outlet

turbine outlet

tall pipe

primery-engine exhaust-nozzle outlet
bleedoff ajr-metering nozzle
bleedoff exhaust-nozzle inlet
bleedoff exhaust-nozzle outlet
bleedoff

primery-engine combustion chambers
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i compressor inlets
n normal

P primary engine

s secondary engline

ANATYSIS OF DATA

The performance data were corrected to NACA standerd inlet-gir
pressure and temperature conditions of l4.7 pounds per square inch
absolute and 519° R, respectively, by means of the following factors:

F
5-2 _E corrected thrust
&’ B .
X corrected speed
N ’ 9 .
.gi corrected pressure
g corrected temperature
W, é W A{e
a,’g B a,g corrected air flow
Waan ©
5 corrected alcohol flow

We sKp
—_—— corrected secondary-engine fuel flow
5 N6
¥e.p

T corrected primaery-engine fuel flow
W..N 8 '

wé\l— - corrected water flow



10 ‘T NACA RM ESODL7

where

cowling-inlet total pressure, P,, (1lb/sq in. abs.)
NACA standard sea-level pressure, 14.7 (1b/sq in. abs.)

cowling-inlet total temperature, Ty, °R

& = NACA standsrd sea-level temperature, 519° R
0.553 Wgy p
Kg= 1 +-—f—1;———i—, correction factor for secondary-engine
fs
fuel flow

Except for the factors for corrected water, alcohol, and
secondary-engine fuel flow, the method of correction shown here is
the same as dlscussed in references 3 and 4. The injected water
and alcohol flowse are corrected in the same manner as the gir flow
so that the water-air and alcohol-alr ratios are the same before
and after correction. The alcohol flow to the secondary engine

Wal,b was taken equal to the alcohol injected at the compressor

inlets W al,i times the ratlo of the bleedoff weight flow to

the compressor weight flow WE/W . For convenience of applica-
tion, the effect of alcohol &s fuel is considered as a correction
factor Kg on the secondary-engine fuel flow. The constant 0,553
appearing in the correction factor Kg represents the ratio of
the effective heating value of the alcohol to the effective heat-
ing value of the fuel (kerosene). This factor Ks 1s used for

the computation of the fuel-alr ratios of the secondary engine. A
similar correction factor for the primary-engine fuel flow is mot

required because the fuel-air ratios of the primary engine are not
presented herein.

A theoretical analysis of the wet-compression process (refer-
ence 5) indicated that over a limited range of inlet conditions for
8 glven compressor Mach number and water-air or slcohol-alr ratio,
the compressor-outlet pressure and temperature are nearly propor-
tional to inlet pressure and temperature. Although the correction
factors P/5 and T/6 are therefore satisfied for the small range
of inlet conditions encountered in the present lnvestigation, they
should not be used to extrapolate the present data to altitude con-
ditions without further experimental verification. The primary-
engine fuel flow was corrected only by the conventional correction

factors for changes in inlet conditions. Because the flow of alcohol

Sy
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(which ects as fuel in the primary-engine combustion chambers) was
corrected differently than the kercsene flow, an additional cor-
rection to the kerosene flow, such as used in reference 1, is
required to maintein a heat balance before and after correction.
This correction 1s omitted herein because the range of inlet con-
ditions was small and the correction was negligible.

All experimental sugmentation results were based on normal
performance runs determined immedlately before each augmentation
run. Because the data were obtalned at slightly different cor-
rected engine speeds adjustment was made to reduce the results to
e constant engine speed of 11,600 rpm by use of empirical relations
derived from data analysis as most of the deta were obtained at
thaet speed.

RESULTS AND DISCUSSION

The primary-engine tail-pipe gas temperature and exhaust-nozzle
area were maintained constant; therefore, a flxed relation existed
between the water injection rate to the primary-engine combustion
chambers and the bleedoff weight flow. Figure 5 shows that this
relation is linear and about 0.37 pound of water is required to
replace each pound of bleedoff weight flow. Thus, with a bleedoff
weight flow of 24 pounds per second, (about 31 percent of normal
compressor air Flow) sbout 9 pounds of water per second must be
injected into the primary-engine combustion chambers.

. In order to vaporize and to superheat the inJected water, sddi-
tional fuel must be burnmed in the primary-engine combustion chambers.
Although a part of this fuel is supplied by the alcohol inJjected at
the compressor inlets, additional kerosene was reguired for the
higher bleedoff rates. The relation of fuel flow (kerosene) to the
primary-engine combustion chambers to the bleedoff welght flow is
shown in figure 6. The fuel flow increases from about 1.0 pound
per second at no bleedoff flow to 2.0 pounds per second et & bleedoff
flow of 24 pounds per second.

Also shown in figure 6 is the normal fuel flow (1.25 lb/sec),
which is somewhat higher thsn the fuel flow with no bleedoff.
Reduction in fuel flow at the condition of no bleedoff is caused by
combustion of the slcohol that was injected with water at the com-
pressor inlet for the bleedoff runs.
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Further increases in the bleedoff weight flow above the maximum
- of about 24 pounds per second shown in figures 5 and 6 resulted in
combustion failure in the primary engine. At this bleedoff flow,
the over-all fuel-air ratioc including alcohol in the primary-engine
combustion chambers was about 0.032. Although this over-all fuel-
air ratio is considerably below over-all stoichiometric fuel-air
ratio, the fuel-air ratio in the primary combustion zone was, of
course, much richer and the combustion fallure was possibly the
result of rich blow-out. Satisfactory operation at higher bleedoff
flows will therefore require design changes in the primary-engine
combustion chambers.

1302

The individual liquid flows to the primary engine are shown in

figure 7 as a function of bleedoff welght flow. As previously

illustrated, when the bleedoff welght flow increased, the fuel flow

end water flow to the primary-engine combustion chambers incresased.

The water and alcohol inJection to the compressor inlete was held
. constant and is shown as a horlzontel straight line; this line rep-

resents an average of the actual data points, which have been omitted
“for clerity in the figure. The net result of these three flows 1is an
increase in the total liquid flow into the primary engine with .
increased bleedoff weight flow, as shown by the upper fuel-flow curve.

The total liquid flow to the primsry engine increases from about -
5 pounds per second at no bleedoff to about 15 pounds per second at -
a bleedoff weight flow of 24 pounds per second. The increase in
total liquid flow to the primary engine is less than the increase

in bleedoff weight flow; therefore, the net result is a decrease in
total flow through the turbine and primary-engine exhaust Jet. This
effect more than offsets any favorable effects of the change in
thermodynamic properties of the working fluld and consequently, there
is a small reduction in the sugmented primary-engine thrust, as shown
by the curve at the top of figure 7. The ratio of augmented primary-
engine thrust to normal engine thrust thus decressed from about 1.26
at no bleedoff (but with inlet injection) to about 1.15 at a bleedoff
‘weight flow of 24 pounds per secoad.

The change in air flow through the compressor with bleedoff
flow was very smell. For example, at 11,5800 rpm the compressor air
flow increased from about 83.5 pounds per second at no bleedoff to
about 84,5 pounds per second at a bleedoff weight flow of 24 pounds
per second.

The performance of the secondary engine is anaslyzed in two

parts, the total weight flow and the thrust. In order to provide -
an insight into the effects of the operating variables on these

L
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performance variables, the total weight flow and thrust have been
pPlotted in the form of paremeters, which are derived in the appendix
from fundamentsl flow equations.

It is shown in the appendix that the total weight-flow param-
eter wfot,b/PSAlz (from equation (3) in the appendix) is a func-

tion of fuel-alr ratio and combustion efficiency. This parameter

is plotted against the fuei-air ratio of the secondary engine in
figure 8. The total weight-flow parameter decreases rapidly as the
fuel-air ratio Increases from 0.025 to 0.050 and then becomes mearly
constant with a further increase in fuel-alr ratio. The dashed line
in the figure is the calculated ideal curve assuming a combustion
efficiency of 100 percent, a nozzle flow coefficient of 1.0,

and zeroc pressure drop in the secondary engine combustor. As pre-
viously discussed, cooling water was injected into the secondary
engine at the exhaust-nozzle inlet. This cooling-water flow was
very small in comparison to the blesdoff flow, however, and its
effect on secondary-engine thrust was neglected in the calculations.
A greater total-weight-flow parameter was experimentally obtained

for & given fuel-air ratio than the theoretlcal curve predicts because

of higher totel weight flows associated with lower combustion tem-
peratures due to combustion inefficlency. As can be seen In fig-
ure 8, the data correlate satisfactorily and thus the bleedoff total
weight flow can be determined from this correlation curve for any
bleedoff pressure, exhaust-nozzle area, and secondary-engine fuel-
air rastlo.

Values of the thrust parameter Fs/PgAlz + pO/Pg (from equa-

tion (10) in the aprendix) calculated from the experimental data
are plotted ageinst secondary-engine nozzle area 1in figure 9. The
value of the thrust parameter is 1.18 (as compared to a theoretical
value of 1.25) for secondary-engine nozzle sizes varying from 4.5
to 7.0 inches in diameter (corresponding to areas from about 16 to
39 sq in.)}. With the constant value of this parsmeter, the

thrust of the secondery engine mey be calculated for any value of
the inlet pressure, ambient pressure, and nozzle area.

Plots of secondary-engine thrust, primary-engine thrust, end
total augmented thrust to normal thrust ratios against bleedoff
welght flow are presented in figure 10. The dashed lines in the
lower portion of the figure are the ratio of secondary-engine thrust
to normal-engine thrust calculated from the correlstion curves shown
in figures 8 gnd 9, and for wvalues of pO/P9 representative of test

conditions, and for secondary-engine fuel-air ratios of 0.03, 0.05,
and 0.08., Although the data wers not obtained at three different
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constant fuel-air ratios, the range covered was such that the data
mey be grouped into three approximately constant values of 0.03,
0.05, and 0.08 and are so coded in the figure. The analysis has
therefore permitted intelligent separation of the data showing the
effect of fuel-air ratio, which otherwise would have been obscured
by the scatter of data. An increase in fuel-alr ratio is seen to
increase thrust. The greatest increase in thrust occurs with an
increase of the secondary-engine fuel-air ratio from 0.03 to 0.05,
with a smaller thrust increase as the fuel-air ratio increases
from 0.05 to 0.08.

1302

Also plotted in. figure 10 is the ratioc of primery-engine thrust
to normael-engine thrust previously presented in flgure 7, The ratilo
of total augmented thrust (sum of primary- and secondary-engine
thrust) to normal thrust, hereinafter referred to as "the augmented
thrust ratio," is plotted against bleedoff weight flow in the top
portion of figure 10.

Although the primery-engine thrust decreased with increasing
bleedoff flow, the predcminste contribution of the secondary engine _
results in an increase of augmented thrust ratio with both increasing .
bleedoff flow and secondary fuel-air ratio. The augmented thrust
ratio increases linearly with bleedoff flow and reaches a value of
approximately 1.8 at a bleedoff flow of 24 pounds per second end & -
secondery-engine fuel-gir ratio of 0.08.

The augmented thrust ratio is replotted in figure 11 as a func-
tion of augmented liquid ratio (ratio of total liquid flows to pri-
mery and secondary engines to normal-engine fuel flow). The experi-
mental points shown are coded for the appropriate ranges of secondary-
engine fuel-air ratlios, as in figure 10. The solid lines in fig-
ure 1l were obtained by cross-plotting the thrust curves of figure 10
with curves of total liquid flow (not shown) based on the primary-
engine total liquid flow presented in flgure 7, and the computed
secondary-engine fuel flows for fuel-air ratios of 0.03, 0.05, and
0.08. The dashed curve was obtained in a similar manner from fig-
ures 8 and 9 for 100-percent combustion efficiency and stoichiometric
mixture in the secondery engine. The experimental results agree
within 5 percent with the values calculated from the correlation
curves. The augmented-thrust retio is shown to increase linearly
with the sugmented liquid flow ratio. For a given thrust ratio,
the augmented liquid flow ratio decreases considerably as the
secondary-engine fuel-air ratio increases from 0.03 to 0.05. A
further increase in fuel-air ratio from 0.05 to 0.08 results in a
slight increase in augmented liquid flow ratio., In addition to
reducing the sugmented liquid flow ratio, operation at a high
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secondary-engine fuel-air retio also results in a lower bleedoff
weight flow, which 1s desiresble from the stendpoint of combustion
in the primary engine. The maximum augmented thrust ratio experi-
mentally obtained was about 1.8 at & ligquid flow ratio of about
13,0, or a total liquid flow of about 17 pounds per second, as
compared to & total augmented thrust ratio obtainable with an ideal
secondary engine of about 2.0. :

SUMMARY OF RESULTS

_The following results were obtalned from & thrust-augmentation
investigation on s 4009-pound—thrust centrifugal-flow-type turbojet
engine by air bleedoff at zero flight-speed, sea-level conditions:

1. The maximum ratio of augmented thrust to normal-engine thrust
experimentally obtained was about 1.8 gt & bleedoff flow of 24 pounds
per second and a total liquid flow of 17 pounds per second.

2. The maximum bleedoff flow was limited by primary-engine
combustion failure, which occurred at a bleedoff flow of about
24 pounds per second or 31 percent of the normal compressor air
flow.

3. For each pound of air bled off, it was necessary to inject
0.37 pound of water into the primary-engine combustion chambers to

~meintain normal engine speed (11,500 rpm) and tail-pipe tempera-

ture (1680° R).

4. For successful bleedoff-cycle operation, it was necessary
that a proper balance or equilibrium of the several engine operating
varisbles be maintalined within very narrow limits.

Lewis Flight Propulsion Laborstory,
Nationel Advisory Committee for Aeronautics,
Cleveland, Ohio.
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APPENDIX - METHOD OF DATA CORRELATION

In order to provide a better understanding of the effects of
the operating varisbles on the performance of the secondary engine,
the weight flow and thrust are expressed in the form of parameters
gderived from fundamental flow equations. For a convergent nozzle
operating at greater than critical pressure ratio,

PioA
12712
Wtot,b = 0 == (1)
NT1z

Because the pressure drop through the bleedqff combustor 1s small,
the assumption is made that

Pg )
= = C (1a)
P1p 2

Substituting equation (1) in equation (1) and dividing through by
Pghy o yields,

Pohip NT12

For a constant inlet temperature, Tg, A’le may be replaced by a
function of the fuel-air ratio and combustlon efficiency. Hence,

Wiot,b . ©3 (2)

Wiot,b
59%1-;— = Cz, { f I:(f/a)b, n;]} (3)

The thrust of a convergent nozzle operating at the super-
critical pressure ratio mey be expressed as

Fg = Wiot,b V12 + (P12 - Po) A1z (4)
Dividing through by plZAlz and rearranging ylelds

F W v ' '
PO Ftot,b ‘12 _ 4 (5)

s
+ =
P1gfhhe  Pia Pizh1z
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For & convergent nozzle operating with inlet pressures equal to or

greater than the critical pressure, the nozzle-outlet total pressure

is equal to & constant times the outlet static pressure. Therefore,
CePrz = Prp ()

By substituting P;, from equation (la) in equation (6)

Pio = o . (62)
12 T T
By replacing pjp with Pg/Cs in equation (5)
F W v
s, Po_Ytot,b Y12 L 1. (7)
Pgh1p Pg Pohip Cs

Also, because the nozzle-outlet velocity is equal to sonic wvelocity,

3
Vig = ‘\J ’7‘1L1 gRT1 5 (8)

Substitution of equations (2) end (8) into equation (7) gives

F P C
Fohz Pg  ATi2 J”"l 12 G )

consequently, neglecting changes in ¥y eand R

Fs

Pohy

+ 20 _ constent - (10)
Py
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Figure 2. - Combustor section of primary engine showing bleedoff menifold and combustion-
chamber injection equipment.
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